3197|ZER ARIZONA PU MERLE.IT MERLETT

PVC hose with PU lining and PVC rigid spiral for discharge ( )
and transport of abrasive materials. R
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mm | inch |mm | mm | bar |m/H,0| bar | mm | mm | mm | mm | mm g/m | m
32 11/4 32 408 6 9 18 130 44 08 38 83 right 600 50 | Ondemand
38 11/2 38| 47 6 9 18 150 45 09 36 78 right 700 50 | Ondemand
45 13/4 45 55 5 9 15 180 5 | 09 9.5 right 900 = 50 | Ondemand
51 2 508 612 5 9 15 200 52 09 45 10 | right 1050 50 | Instock
63 21/2 635 745 4 9 12 250 55 09 45 11 right 1390 50  Ondemand
76 3 762/89.6 4 9 12 300 67 12 5 12 right 1900 = 30  Ondemand
\
. 89 1 31/2 88.9/1041 3 9 9 360 71 12 6 | 135 | right 2250 = 30 | Ondemand
@ SMOOTH SURFACE NN 102 4 1016 119 3 9 9 400 87 12 65 145 right | 3100 30 | Instock
127 5 127 146 25 9 75 510 95 14 75 17 | right 4450 20 | Instock
@ FLEXIBILITY N (152 6 152471744 2 9 6 610 T 14 86x91 19 right 6000 20  Ondemand)
@ ABRASION RESISTENCE I
TEMPERATURE RANGE
-25 °C 55 °c
CHEMICAL RESISTANCE
PU Table
e CRUSHING RESISTANCE R o

MICROORGANISMS RESISTANCE A




