TUBI TERMOPLASTICI SERIE TS8
Da 560 bar a 630 bar

THERMOPLASTIC HOSES TS8 SERIES
From 560 bar to 630 bar - From 7975 psi to 9135 psi

630 bar

Caratteristiche tecniche dei microtubi con rinforzo in fibra aramidica serie TS8
Technical features of the TSE saries micro-hoses with aramidic fiber reinfarcement
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Caratteristiche tecnico-costruttive:

Anima interna in poliestere termoplastico, rinforzo con una
treccia in fibra aramidica, ricopertura estema in poliuretano
antiabrasione, a richiesta micro perforato per passaggio aria e
gas compatibili.

Applicazioni:
| micro-tubi della serie T8 sono stati creati per un uso
oleodinamico ad altissima pressione.

Temperature di utilizzo:

Da—40°C a +100°C Da -40°F a +212°F

Per aria, acqua e fluidi a base acquosa la temperatura massima
di esercizio & + 70°C. (+158°F)

Pressioni d'esercizio:
Rapporto di sicurezza 1:3.

Valore max. di vuoto:
-0,93 bar; 700 mm Hg

Technical-constructive features:

Internal core in thermoplastic polyester, reinforcement in aramidic
fiber braid, exterior covering in antiabrasion polyurethane; on
request it is also available in micro perforated version for air and
compatible gas.

Applications:
Micro-hoses T58 series have been created for hydraulic use at
very high pressure.

Utilization temperature:

From —40°Cto +100°C  From -40°F to +212°F

Max. working temperature of alr, water and fiuids containing
water: + 70°C. (+158°F)

Working pressure:
Safety ratio 1:3.

Vacuum Rating:
-13,5 psi; 27,5 inch Hg



