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H
Various

Quality:
Colour:
Temperature range:
Specific gravity:
Hardness:
Tensile strength:
Elongation at break:

Features:

Application:

NBR/PVC
Green
-25º to +100º C
1,45 grs/cm³
65 Shore A +/- 5
6,5 Mpa
350%

Good resistance to oils and good mechanical properties, 
no permeability of gases, moderate aging properties.

Petrochemical industries, garages, workshops et cetera.

Kabira Neobenzid

Thickness (mm) Width (mtr) Length (mtr) Article nr. 

2 1,4 10 NB65145G 2/0

3 1,4 10 NB65145G 3/0

4 1,4 10 NB65145G 4/0

5 1,4 10 NB65145G 5/0

6 1,4 10 NB65145G 6/0

8 1,4 5 NB65145G 8/0

10 1,4 5 NB65145G 10/0

Various

Quality:
Colour:
Temperature range:
Specific gravity:
Hardness:
Tensile strength:
Elongation at break:

Features:

Application:

CSM
Black
-30º to +140 C
1,40 grs/cm³
65 Shore A +/- 5
10 Mpa
350%

CSM rubber is very resistant to oxygen and ozone 
and shows excellent weathering resistance. 

Excellent abrasion resistant and good flame 
resistant properties.

Serra CSM

Thickness (mm) Width (mtr) Length (mtr) Article nr. 

2 1,4 10 HN65140 2/0

3 1,4 10 HN65140 3/0

4 1,4 10 HN65140 4/0

5 1,4 10 HN65140 5/0

6 1,4 10 HN65140 6/0
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